
TO250BZ622H  -61
TO250BZ437H  -61
TO250BZ445H  -61

Aug. 2019

L.W.L. :Lowest running Water Level
C.W.L. :Continuous running Water Level
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Guide rail
Model: TO-200x250
Weight: 353 lbs. (160kg)

10" JIS10K(150PSI) Flange
with

10" welded flange

4-M20×315L
Anchor Bolts(Not Supplied)

Guide Pipe x2 (Not Supplied)

ANSI 2" - Sch.40

3-M12×40L

Bolts & Nuts A3
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DIM ENSIONS:USCS (Inch)

Model HP NOM. Pump & M otor C.W.L. L.W.L. *Wt.
SIZE A A1 A2 A3 D D1 D2 H H1 H2 W1 W2 (lbs.)

TO250BZ622H -61 30 10" 42 3/8 29 3/4 12 5/8 25 13/16 26 12 3/8 13 5/8 57 3/4 78 1/8 5 15/16 49 5/8 18 1/8 1570
TO250BZ437H -61 50 10" 42 3/8 29 3/4 12 5/8 25 13/16 26 12 3/8 13 5/8 57 5/16 77 11/16 5 15/16 49 18 1/8 1720
TO250BZ445H -61 60 10" 42 3/8 29 3/4 12 5/8 25 13/16 26 12 3/8 13 5/8 57 3/4 78 1/8 5 15/16 49 5/8 18 1/8 1740

DIM ENSIONS:M ETRIC (mm) *Excluding TOS & Ca ble

Model kW NOM. Pump & M otor C.W.L. L.W.L. *Wt.
SIZE A A1 A2 A3 D D1 D2 H H1 H2 W1 W2 (kg)

TO250BZ622H -61 22 250 1077 756 321 656 660 314 346 1467 1984 151 1260 460 710
TO250BZ437H -61 37 250 1077 756 321 656 660 314 346 1455 1973 151 1245 460 780
TO250BZ445H -61 45 250 1077 756 321 656 660 314 346 1467 1984 151 1260 460 790


