
TO300BZ645  -61
TO300BZ655  -61
TO300BZ475  -61

Aug. 2019

C.W.L. :Continuous running Water Level

(65)

Guide rail
Model: TO-300
Weight: 595 lbs. (270kg)

12" JIS10K(150PSI) Flange
with

12" welded flange

4-M24×400L
Anchor Bolts(Not Supplied)

Guide Pipe x2 (Not Supplied)

ANSI 2 1/2" - Sch.40

3-M16×60L
Bolts & Nuts
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DIM ENSIONS:USCS (Inch)
M odel HP NOM . Pump & M otor C.W.L. *Wt.

SIZE A A1 A2 A3 D D1 D2 H H1 H2 W1 (lbs.)
TO300BZ645 -61 60 12" 45 5/16 32 9/16 12 3/4 26 5/8 26 3/4 12 1/4 14 9/16 67 5/8 89 6 11/16 26 3/8 2450
TO300BZ655 -61 75 12" 45 5/16 32 9/16 12 3/4 26 5/8 26 3/4 12 1/4 14 9/16 67 5/8 89 6 11/16 26 3/8 2450
TO300BZ475 -61 100 12" 45 5/16 32 9/16 12 3/4 26 5/8 26 3/4 12 1/4 14 9/16 67 87 13/16 6 11/16 26 3/8 2510

DIM ENSIONS:M ETRIC (mm) *Excluding TOS & Cable
M odel kW NOM . Pump & M otor C.W.L. *Wt.

SIZE A A1 A2 A3 D D1 D2 H H1 H2 W1 (kg)
TO300BZ645 -61 45 300 1151 827 324 677 680 310 370 1718 2261 170 670 1110
TO300BZ655 -61 55 300 1151 827 324 677 680 310 370 1718 2261 170 670 1110
TO300BZ475 -61 75 300 1151 827 324 677 680 310 370 1702 2231 170 670 1140


